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(pump) to accept a Healy Phase (Stage) II inverted coaxial vapor recovery hose. Only a Healy 

>(%23L()#I(0J<303;<#4J;GG#$(%N&%K#3<42;GG;23&<O#K;3<2(<;<0(#;<)#%($;3%#&N#K&)(G#>?@#4(%3(4#J&4(#

adapters.

Before Installation:

 ! Read these instructions before installing the adaptor.

 ! >G&4(#0%;4J#=4J(;%B#';G'(4#3<#2J(#)34$(<4(%#;<)#K;P(#41%(#(G(02%30;G#34#4J12#

off and locked out.

Tools Required:

 ! 9QR#;)S142;TG(#M%(<0J

 ! 969U7R#&$(<#(<)#M%(<0J

 ! VW#G342()#$3$(#4(;G;<2

 ! I&%X1(#M%(<0J

Caution:
The adaptor has 1” female pipe thread on one end (to be attached to the dispenser 

$%&)102#&12G(2#'3;#;#9R#K;G(#$3$(#2J%(;)#L223<DB#;<)#969UY69Z#N(K;G(#42%;3DJ2#2J%(;)#&<#

the other (for attachment of the Healy coaxial hose).

Installation:

 !  $$GH#$3$(#4(;G;<2#2&#2J(#9R#K;G(#$3$(#2J%(;)#(<)#&N#2J(#$3$3<D#L223<D#2&#T(#

installed to the adaptor and attach to the 1” female pipe thread end of the 

adaptor.

 !  $$GH#$3$(#4(;G;<2#2&#2J(#&2J(%#K;G(#$3$(#2J%(;)#(<)#&N#2J(#$3$(#L223<D#2&#T(#

installed to the dispenser outlet and install assembly to the dispenser.

 ! I3DJ2(<#;);$2(%#;<)#$3$(#L223<D#;44(KTGH#3<2&#)34$(<4(%#&12G(2#2&#Z8#N&&2#

pounds.

  Select the Healy coaxial hose for assembly to adapter outlet and connect per 

hose instructions.   
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